
IMP-DUO

DESCRIPTION:
The IMP-DUO dual port fiber optic illuminator and direct 
replacement for EFO series illuminators is available in dual 
40 Watt LED. Warm white or cool white options. Indoor rated 
and UL listed, the IMP-DUO is designed to accept EFO  end 
emitting fiber ports or side emitting fiber heads. 
NOTE: EFO Fiber heads not included.

DIRECT REPLACEMENT FOR:
• EFO-700-NC-D • EFO-3+3
• EFO-800-NC-D • EFO-4+4
• EFO-1+1 • EFO-44
• EFO-2+2 • EFO-33

SPECIFICATIONS:

Construction Anodized aluminum housing
Power 100-240VAC
LEDs Dual 40W
Lamp Life 50,000 Hours
Dimensions 10.25” x 8.625” x 4.75”
Overall Dimensions 13.25” x 14” x 4.75”
Certifications: UL Listed
IP Rating: Indoor
Weight: 9lb/ 4.08kg
Shipping Weight: 12lb/ 5.44kg

MODEL

IMP-DUO 40

Dual Port
(INDOOR rated) 

Fiber Optic
Light Source

COLOR TEMPLED ENGINE

40 - Dual 40W LED’s 35 - 3500K Warm White
50 - 5000K Cool White

ORDERING Example: IMP-DUO- 40 - 50 - D        IMP-DUO,40 Watt LED Engine, with Cool White Color Temp

TOP VIEW

FRONT VIEW

IMP-DUO

DUAL PORT INDOOR FIBER OPTIC LED ILLUMINATOR
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MADE IN THE USA

Indoor Series
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2814 Silver Star RD., Suite B, Orlando, Florida 32808 USA• Ph. 1.800.507.5714 • Email: sales@impactlightinginc.com
www.impactlightininc.com

IMPACT LIGHTING


