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X-TRU-1888 LED Profiles are an innovative way to create
your own light fixtures with LED Strip Light. Suitable for
surface mounting or recessed installation, these high quality
profiles provide a unique way to make use of linear low
voltage lighting and are the designer's choice for creating
light fixtures for commercial and residential LED strip
lighting.

The X-TRU-1888 Aluminum Mounting Channel is used to 
hold LED tape light and allows you to create your own 
custom LED low voltage lighting scheme.

Please note: These profiles are only compatible with strip 
light 0.4 inches wide or smaller. They are compatible 
withThinGlow LED Strip Light. 

MODEL

XTRU-1888

Aluminum
LED Lighted

Profile

Write desired
length above

LED COLORHOUSING FINISH

AA - Anodized
        Aluminum
NA - Non-Anodized

CUT LENGTH

WW - Warm White 
CW - Cool White
NW - Neutral White
RGB - Red, Greed, Blue

COVER

F - Frosted 
C - Clear

END CAP

P -  PVC closed
PH - PVC w/ hole

PVC closedPVC w/ hole

OPTIONAL ACCESSORIES

MB - Zinc Mounting Brackets

LEAD WIRE LOCATION

R - Right Facing
L - Left Facing
B - Left & Right*

(daisy chain)

LEAD WIRE LENGTH

Write Desired
Length Above

ORDERING
Example:
XTRU-1888 - 24”- AA - F - CW - R - 12 - P
XTRU- 1888 Profile, 24” Cut Length, Anodized Aluminum Finish, Frosted Cover  w/ Cool White LED, Right Facing Lead Wire, 12” Wire Length,Closed PVC End Cap

0.4”
(11.2mm)

0.2”
(6mm)

XTRU-1888

MALE CONNECTOR
ENDCAPS

MOUNTING BRACKET

FEMALE CONNECTOR

NO CONNECTOR

TO POWER SUPPLY
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XTRU-1888
ALUMINUM MOUNTING CHANNEL
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